TRW

Q-44

Procurement Quality Requirements

Systems Form 1991 Revision 9/02

Anritsu Company understands that TRW has declared all constructions and finishes containing pure SELENIUM (added on Revision 9/02), pure cadmium or pure zinc are prohibited.  In addition, constructions and finishes containing pure tin are prohibited unless they contain a minimum of 3 weight percent alloying elements(s) (i.e. lead, silver, etc).  Anritsu Company certifies that all shipments to TRW of the below listed items shall not have these prohibited materials present in our deliverable products.

Anritsu Part Number’s

K101M - Male in-line cable connector                            
V101M – V Cable Connector                         
V101F – VF Cable Connector
K100 – K- Connector Glass Bead 
35WR22KF – WG-Coax Adapter Assembly

22KF50 – 50 GHz Open/Short Adapter
K102 F – Spark Plug Launcher
K102 M - Spark Plug Launcher

SC7069 - V085 Silver Plated
SC7043 - K118 Silver Plated
41KB-3 DC to 26.5 GHz Fixed Attenuator
3671K50-1  Coax Ruggdz.  K Socket Connector
3671K50-2  Coax Ruggdz.  K Socket Connector
Anritsu Company has read and understands TRW System Form 1991, Rev. 9/02, 
Q-44, Prohibited Material and hereby certifies that all shipments of products identified above meet said requirement.
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